LARAMIE COUNTY COMMUNITY COLLEGE

SCIENCE BUILDING EMERGENCY SHOWER
The intent of the drawings is to provide information for construction. It is important to contact the architect should discrepancies arise. This document and the ideas and designs professional service, is the property of Tobin & Associates, P.C. Tobin & Associates, P.C. are the author of this document and retain all common law, copyright. This document is not to be used, in whole or part, for any other project without the written authorization of Tobin & Associates, P.C.
GENERAL NOTES

1. DO NOT SCALE DRAWINGS. CONTRACTOR SHALL VERIFY ALL DIMENSIONS BEFORE START OF PROJECT. NOTIFY ARCHITECT IMMEDIATELY IF DISCREPANCIES ARE DISCOVERED.

2. CONTRACTOR SHALL VERIFY ALL DIMENSIONS OF ITEMS REMOVED FROM THE WALL CONTACT PERSON(S):

3. CONTRACTOR TO VERIFY CONCRETE SLAB IS CLEAN OF ANY SEALER, HARDER CURING MEMBRANE, PAINT, OIL, OR ADHESIVES BEFORE APPLYING FLUID APPLIED FLOORING. CONTACT PERSON(S):

4. CONTRACTOR SHALL COORDINATE AND PROVIDE BLOCKING AT LOCATIONS WHERE WALL MOUNTED EQUIPMENT IS TO BE INSTALLED.

5. PROTECT EXISTING AND SURROUNDING AREAS DURING INSTALLATION. CONTRACTOR SHALL REPAIR OR REPLACE ANY DAMAGED AREAS OUTSIDE OF THE SCOPE OF WORK AT NO COST TO THE OWNER.

6. SAW CUT DIMENSIONS ARE APPROXIMATE. FIELD VERIFY, NOTIFY ARCHITECT IF FIELD INCONSISTENCY.

CONTACT PERSON(S):

Josh Schmidt, AIA  Associate Principal
Zandria Tolliver

DOCUMENTS:  COORDINATE RELOCATION OF ALL SCIENCE EQUIPMENT AND APPLIANCES WITH LCCC STAFF BEFOREHAND.

P: 307−632−3144
F: 307−632−3144

1820 Dillon Ave
Suite 200A
Cheyenne, WY 82001

1820 Dillon Ave
Suite 200A
Cheyenne, WY 82001

307−632−3144

LCCC SCIENCE BUILDING
1400 E. COLLEGE DRIVE
CHEYENNE, WY 82007

Copyright 2019

Tobin & Associates, P.C.

This document and the ideas and designs incorporated herein, as an instrument of professional service, is the property of Tobin & Associates, P.C. Tobin & Associates, P.C. are the author of this document and retain all common law, statutory and other reserved rights, including whole or part, for any other project without the written authorization of Tobin & Associates, P.C.
GENERAL NOTES

1. DO NOT SCALE DRAWINGS. CONTRACTOR SHALL VERIFY ALL DIMENSIONS BEFORE START OF PROJECT. NOTIFY ARCHITECT IMMEDIATELY IF DISCREPANCIES ARE DISCOVERED.

2. CONTRACTOR SHALL VERIFY ALL DIMENSIONS OF ITEMS REMOVED FROM THE WALL AND REINSTALL AT SAME LOCATION UNLESS OTHERWISE NOTED IN THE CONSTRUCTION DOCUMENTS. COORDINATE RELOCATION OF ALL SCIENCE EQUIPMENT AND APPLIANCES WITH LCCC STAFF BEFOREHAND.

3. CONTRACTOR TO VERIFY CONCRETE SLAB IS CLEAN OF ANY SEALER, HARDENER CURING MEMBRANE, PAINT, OIL, OR ADHESIVES BEFORE APPLYING FLUID APPLIED URETHANE FLOORING.

4. CONTRACTOR SHALL COORDINATE AND PROVIDE BLOCKING AT LOCATIONS WHERE WALL MOUNTED EQUIPMENT IS TO BE INSTALLED.

5. PROTECT EXISTING AND SURROUNDING AREAS DURING INSTALLATION. CONTRACTOR SHALL REPAIR OR REPLACE ANY DAMAGED AREAS OUTSIDE OF THE SCOPE OF WORK AT NO COST TO THE OWNER.

6. SAW CUT DIMENSIONS ARE APPROXIMATE. FIELD VERIFY, NOTIFY ARCHITECT IF DISCREPANCIES ARE DISCOVERED.